SPLICE

#8 AWG BARE BONDING
CONDUCTOR
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#8 AWG NEUTRAL CONDUCTOR
POLE: TYPE AS SPECIFIED

GROUNDING LUG WITH NUT AND BOLT
AS PER CS) STANDARD PLAN DETAIL E-16
HANDHOLE

TO ALL ANCHOR BOLT C

FIN. GRADE

UL LISTED GROUND CLAMPS
SUITABLE FOR CONCRETE
ENCASEMENT OR DIRECT
BURIAL. INSTALL CLAMPS

ON ALL ANCHOR

BOLTS (TYP.)

FOUNDATION: TYPE AS SPECIFIED

#8 AWG BARE COPPER BONDING CONDUCTOR
LAMPS

NOTES:

INSTALL TOP OF GROUND ROD EVEN
THE GROUND ROD SHALL BE INSTALLED OBLI
POLE BONDING METHOD 'C’ SHALL BE USED
ENGINEER.
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5 /8" DIA. COPPER-CLAD
OR 3 /4" DIA. GALV. STEEL
X 10’ LONG GROUND ROD

EVEN WITH BOTTOM OF HANDHOLE OPENING.
UELY THROUGH THE FOUNDATION IN UNDISTURBED SOIL
OVERHEAD FEED ONLY UNLESS APPROVED OTHERWISE BY THE ELECTRICAL

TERMINATE BONDING CONDUCTOR AT POLE GROUNDING LUG WITH UL APPROVED GROUNDING LUG.

APPROVED BY
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DATE

POLE BONDING - METHOD C
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